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Features: 
The hammer plug FAS “AVANT SPECIAL” is a highly performing type of fixing and is suitable for all 
types of walls. Thanks to the materials used and to its design, this plug can be employed in those 
applications where standard hammer plugs don’t offer sufficient guarantees or fail. 

 
Technical data: 

 

ref. 
  size 

(DxL) 
Ø hole 

     hole 

    depth 

 screw 

(D x L) 

    nail 

material 

pcs 

x pack 

packs 

x box 

boxes 

x pallet 

FAS6X30 6 X 30 6 45 3,9 X 40 
galvanized 

     steel  
200 24 42 

Bulk        

FASI6X30 6 X 30 6  3,9 X 40          
    
    = 6000 - 42 

All dimensions are expressed in mm 

 

Materials and technical features 
Plug body: Nylon PA6 colour Ral 7035; 
Nail: steel C1006-1008; cross cut head, PZ imprint; 
        white galvanization; galvanization thickness 3-5 m. 

 

Benefits: 
Nylon plug with innovative design Nylon plug with innovative design 

 

Maximum expansion underneath the head 
 

Square collar for space optimization 

Extremely robust collar Galvanized nail with excellent resistance to 
rust 
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Applications: 
Concrete walls 
Solid and perforated bricks 
Metal profiles fixing 
 
 

 
Loads: 

RESISTANCE VALUES 

plug size 
Ø x L 

screw size 
Ø x L 

tensile strenght 

concrete C≥20/25 

     tensile strenght 

perforated brick 

mm mm kN kgf kN kgf 

6x30 3.9x40 2,32 232 0,64 64 

 
Notes: 

o The values are obtained from tests carried out by Bartolucci; 

o All the tensile values reported are average values; 

o We recommend to use a correct safety coefficient with the values shown; 

o 1 kN=100 kgf. 

 
 
 
 

Installation: 
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